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key bindings can be customized on Windows and MacOS.

After the device is successfully connected, the normal working state is as follows: when the 
passive pen is not on the working zone of the T608 graphic tablet,     is in a static state;
when the passive pen is in contact with the graphic tablet,     moves along the track.

NOTE: 1.

2.

PREVIEW

Note: Key of “-” can be customized. For details, please refer to the Driver setting interface.
Passive pen no need to charge or use battery.
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2. Please make sure your phone supports OTG function and turn OTG on.

1. Please turn off the screen rotation function of your phone (device) before connecting.

Android Phone / OTG cable / Graphic tablet

Connect to USB port of PC Connect to USB port of laptop

Please connect the Graphic tablet to the PC USB 2.0 / 3.0 port (Don’t connect to the front USB port of 
the PC)

T608OTG ADAPTERANDROID PHONE USB CABLE

1. Connect OTG adapter (OTG cable) to the android phone.
2. Connect USB cable to OTG adapter.
3. Connect USB Cable to T608 Graphic Tablet.

Connection
Important: 

Step: 

CONNECT TO ANDROID PHONE

CONNECTION



　 PC and Graphic tablet connection status.

　 Screen Mapping: It can modify the screen mapping area and the graphic tablet working area.

　 Pen Pressure: From 0 to 8192 levels. The curve shows the pressure levels, it changes 
     with the force applied to the pen.

　 Pressure fine tune: Used to adjust the pressure slightly. Default 0. 

　 The key binding of the pen: “-” key is customizable, default is Crtl+Z. 
                                                 “+” key is binded to Right button of the mouse.

     You can customize your keys here.

     Our official website.

     Restore driver to default setting.

     Turn on /off Windows ink.

T608

BRUSH SETTINGS Only for Windows OS.

T608Product model

Product Size

Active Area

Pressure Level

Sample Rate

Screen Resolution

Active Hight

Physical buttons keys (Not supported on Android)

15mm

5080LPI

266PPS

8192

193 x 143mm

280 x 194 x 8mm

SPECIFICATIONS



[Short press M] Switch to the following modes, and rotate the roller to set and operate various modes.

VOLUME+-

CTRL+- CANVAS ROTATION UNDO DISABLE

MOUSE WHEEL

[Long press the M key] to call out the properties of the above modes for specific Settings.

BRUSH+- CUSTOM SETTINGS

DIAL FUNCTION

Long press the M key MOUSE WHEEL

MOUSE WHEEL

enable

enable

BRUSH+-



     After“Connection”, Please Wait a minute.Then open“My PC”or“MY COMPUTER”,find the “Pen 
Driver” CD-ROOM. Open the ‘Table_Setup.exe' file to run the driver installation.

Installation of Windows

 DRIVER INSTALLATION

Follow the installation wizard step by step to install it.

In the last wizard page,if you want download the ‘Paint Tool SAI’software,
Please Select it,then click ‘Finish’.



Select the Download Path to save it.

When the download is completed, Open the sai.exe file then follow the wizard to install it.

If the desktop appear the following icon,it indicates that the driver installation is completed.

End of this installation

NOTE:
1.Don't use USB HUB or use USB extension cable to connect computer.
2.If the pen is not used, don't let the pen tip touch anything, and Avoid it falling from high places.
3.Prevent the mouse cursor from disorderly or without action,please don't use two or more Graphic 
   tablet devices at the same time.
4.In windows 7 system,please turn off flicks function.



2.Open Tablet.DMG

3.Open Tablet.pkg

1.After connecting your Mac, find [Pen Driver] and Open it.

Installation of Mac OS



5.Continue install.

6.Continue install softwareEnter pass word and continue to install software.

4.After select the install path,then click the continue.



7.Install successful，Please [Close]

Note: Mac OS 10.14 verson or above, After the driver is installed, please make the following settings.
1. Enter your MAC OS Setup. Find the Security & Privacy Option.

2. click the unlock option. 3.Allow The MyTabletDaemon (Hook √ )

This Mac OS driver system has been installed. Please restart the system.




